
IMPORTANT
BEFORE STARTING THE INSTALLATION ENSURE ALL THE DOOR SIZE
MEASUREMENTS CORRESPOND WITH THE INSTALLATION AREA
INCLUNDING THE FINISHED TILED/PANELLED WALLS.
RETURNS DUE TO INCORRECT SIZING WILL NOT BE ACCEPTED.

Kai 6 CORNER ENTRY SLIDING DOOR

KLCESC0760
KLCESC0800
KLCESC0900

A

PH=6.8~7.2

PH<6.8 ; PH>7.2

INSTALLATION INSTRUCTIONS
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Kai 6 QUAD DOUBLE DOOR
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Cap for wall profile
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Fixed panel bottom seal
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Screw cap x4

Screw clip x4

Fixed glass clip cap

Corner bracket screw
(ST 4*8)

Top/bottom rail

Bottom roller
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Handle x2

Magnetic seal(SET) 

x1

Top roller x4
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x2
 Long upright seal

Short upright seal



PRODUCT CODE A(mm)

KLCESC0760

KLCESC0800

730-750/730-750

770-790/770-790

KLCESC0900 870-890/870-890
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Step 9   
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For any further information please contact Crosswater
Phone number, 0345 873 8840
Website, crosswater.co.uk
Email address, sales@crosswater.co.uk
The manufacturer reserves the right to make technical
modifications without prior notice.

24H
Note: Do not use the enclosure
 for 24 hours after sealing.

100mm
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